RFT #5330-20-STANFORD

ISL City of Parksville

ADDENDUM #3

CONTRACT NUMBER: 5330-20-STANFORD

CONTRACT TITLE: Stanford Ave E Transportation and Utility Improvements
ADDENDUM NUMBER:.: 3

ADDENDUM ISSUE DATE: 2026-AUGUST-26

Tenderers are advised that Addendum No. 3 to Contract RFT #5330-20- STANFORD is hereby issued by the
Owner. This addendum shall form part of the Contract Documents and is to be read, interpreted and
coordinated with all other parts. The following revisions supersede the information contained in the original
Contract Documents and preceding addendums. The cost of all Work herein shall be included in the Unit
Prices tendered in the Schedule of Quantities and Prices.

QUESTIONS AND ANSWERS:

Q18: Item 3.14 has quantity of 13 each for barriers but to follow MOTT specifications they would need a
bullnose on either end. Do you want 12 CLB’s plus 2 CBN’s?

A18: As it is two sections of barriers we actually need 4 bull noses and only 11 low barriers. The quantity will
be updated to 15 on the final addendum, after the closing of the question period.

Q19: Is temporary trench patch (hot-mix, cold-mix, or other materials) required for all utilities
along Stanford Ave?

A19: Ultilities are expected to be left in gravel with the intent of having it permanently base patched as soon
as reasonably possible. Cold mix patching is required anywhere safety is an issue (intersections) and
anywhere pedestrians are expected to cross.

Q20: The Tender drawings indicate that the NMC on the main road edge is to be constructed to MMCD C4
specifications. However, the rest of Parksville is built using Parksville R13 style curb which is 100mm
wider in the gutter pan. Please confirm that the road edge curbing must be MMCD C4, not Parksville
R13.

A20: Road edge curbing is to be MMCD C4.

Q21: For sanitary sewer tie-ins, by-pass pumping may be needed. Does the City have information on the
existing sewer flow rate?

A21: The City does not have flow monitoring in that portion of the City. There is some flow information found
in the Sanitary Master Plan that may be useful but no direct flow rates for that stretch of pipe.

Q22: A landscape POC (point of connection) would need to be determined on the drawings in order to do a
proper design to calculate estimated GPM and PSI;

A22: The successful contractor can suggest locations for POC's as required and the City will provide

pressures at that time.
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Q23:

A23:

Q24:

A24:

Q25:
A25:
Q26:

A26:

Q27:

A27:

Q28:

A28:

Q29:

A29:

Q30:

A30:

Where do the underground controllers need to be located, and what does the electrical detail look like
to supply power to energize and commission the system?

Please review the City of Parksville Engineering Standards and Specifications Section 9 - Street Tree,
Boulevard Plantings and Irrigation, specifically detail drawing L6. Bidders are to assume that controllers
are to be battery powered as this is a capital project. If an opportunity comes up to provide hard power,
this can be dealt with by Change Order.

Does the irrigation plan need to be CID designed certified?

Requirements for irrigation design are set out in Supplemental Section 32 93 01S and Section 9 of the
City of Parksville Engineering Standards and Specifications.

Is it only the plants and trees getting irrigated or is all the boulevard grass getting it as well?
As per the SOQ, plants and trees only.
Is the intent to have a central controller for all areas? Or operate via Bluetooth timers?

Preference is to have a central controller as per Section 9 of the City of Parksville Engineering
Standards and Specifications.

If central, Is the controller to be in a streetlight kiosk, or in a pedestal supplied/installed by the
contractor?

No particular preference at this time. If the City requests something during construction that differs with
the contractors assumed implementation, that will be dealt with through change order.

The water servicing on the civil drawings shows proposed irrigation locations, but | do not see
dedicated water sources for irrigation called out. Is the intent for the location & performance
requirements of these services to be dictated by the design submittal for the system?

Points of connection are to be determined during the design submittal.

Will any turf on this project be irrigated? ( Pay item 32.49 notes all of the south side from Blower to
Shelly)

No irrigation for turf on this project

On drawing 29 where the asphalt bike lane begins on the west side there appears to be a curb
separating the asphalt from the sidewalks / landscaping. Is there a curb profile for that piece?

Everything has been modelled on this job. If additional information is needed for layout during
construction, that will be provided upon written request according to the timeframes set out in the
Contract.
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Q31: After multiple reviews of the drawings, | am not matching the quantities provided on the addenda 4
sheet or the luminaire schedule. Will the City of Parksville provide specific counts or designation, if not
if we fill out the Addenda 2 bid form with the quantities provided and will adjustment be made to the
contract at the time of installation if more are required?

A31: This is a unit based contract and if additional quantities are used during construction then they will be
paid out at the applicable rates.

Q32: There is no line item or fixture designation just for a pedestrian fixture to be mounted on an existing
pole or in the back side of a new streetlight pole.

A32: Pedestrian fixtures are incidental to the payment items for each specific pole. It will not be broken down
further than already provided
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